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TEXAS COMMISSION ON ENVIRONMENTAL QUALITY 
P.O. Box 13087 

Austin, Texas 78711-3087 

PERMIT TO DISCHARGE WASTES 
under provisions of 

Section 402 of the Clean Water Act 
and Chapter 26 of the Texas Water Code 

City of Liberty Hill 

whose mailing address is 

926 Loop 332 
Liberty Hill, Texas 78642 

TPDES PERMIT NO. 
WQ0014477001 
[For TCEQ office use only -EPA I.D. 
No. TX0126195] 

This is a renewal that replaces TPDES 
Permit No. WQ0014477001 issued on 
September 22, 2015. 

is authorized to treat and discharge wastes from the Liberty Hill Regional Wastewater 
Treatment Facility, SIC Code 4952 

located approximately 8,800 feet southeast of the intersection of U.S. Highway 29 and U.S. 
Highway 183 in Williamson County, Texas 78641 

to South Fork San Gabriel River in Segment No. 1250 of the Brazos River Basin 

only according to effluent limitations, monitoring requirements, and other conditions set forth 
in this permit, as well as the rules of the Texas Commission on Environmental Quality (TCEQ), 
the laws of the State of Texas, and other orders of the TCEQ. The issuance of this permit does 
not grant to the permittee the right to use private or public property for conveyance of 
wastewater along the discharge route described in this permit. This includes, but is not limited 
to, property belonging to any individual, partnership, corporation, or other entity. Neither does 
this permit authorize any invasion of personal rights nor any violation of federal, state, or local 
laws or regulations. It is the responsibility of the permittee to acquire property rights as may be 
necessary to use the discharge route. 

This permit shall expire at midnight, five years from the date of issuance. 
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City of Liberty Hill TPDES Permit No. WQ0014477001 

INTERIM EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 001 

1. During the period beginning upon the date of issuance and lasting through the completion of expansion to the 4.0 million gallons per day 
(MGD) facility, the permittee is authorized to discharge subject to the following effluent limitations: 

The annual average flow of effluent shall not exceed 2.0 MGD, nor shall the average discharge during any two-hour period (2-hour peak) 
exceed 4,514 gallons per minute (gpm). 

Effluent Characteristic Discharge Limitations Min. Self-Monitoring Requirements 
Daily Avg 7-day Avg Daily Max Single Grab Report Daily Avg. & Daily Max. 

mg/1 (lbs/day) mg/1 mg/1 mg/1 Measurement Sample Type 
Frequency 

Flow, MGD Report N/A Report N/A Continuous Totalizing Meter 

Carbonaceous Biochemical 5 (83) 10 20 30 Five/week Composite 
Oxygen Demand (5-day) 

Total Suspended Solids 5 (83) 10 20 30 Five/week Composite 

Ammonia Nitrogen 2 (33) 5 10 15 Five/week Composite 

Nitrate-Nitrogen 16.6 (277) N/A 35.2 99.6 Two/week Composite 

Total Nitrogen Report (Report) N/A Report N/A Two/week Composite 

Total Phosphorus 0.02 (0.33) 0.04 0.08 0.12 Five/week Composite 

E. coli, colony-forming units 126 N/A 399 N/A Daily Grab 
or most probable number per 
100ml 

2. The permittee shall utilize an Ultraviolet Light (UV) system for disinfection purposes. An equivalent method of disinfection may be 
substituted only with prior approval of the Executive Director. 

3. The pH shall not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored once per week by grab sample. 
4. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
5. Effluent monitoring samples shall be taken at the following location(s): Following the final treatment unit. 
6. The effluent shall contain a minimum dissolved oxygen of 5.0 mg/1 and shall be monitored twice per week by grab sample. 
7. The annual average flow and maximum 2-hour peak flow shall be reported monthly. 
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City of Liberty Hill TPDES Permit No. WQ0014477001 

FINAL EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 001 

1. During the period beginning upon the completion of expansion to the 4.0 million gallons per day (MGD) facility and lasting through the 
date of expiration, the permittee is authorized to discharge subject to the following effluent limitations: 

The annual average flow of effluent shall not exceed 4.0 MGD, nor shall the average discharge during any two-hour period (2-hour peak) 
exceed 9,028 gallons per minute (gpm). 

Effluent Characteristic Discharge Limitations Min. Self-Monitoring Requirements 
Daily Avg 7-day Avg Daily Max Single Grab Report Daily Avg. & Daily Max. 

mg/1 (lbs/day) mg/1 mg/1 mg/1 Measurement Sample Type 
Frequency 

Flow,MGD Report N/A Report N/A Continuous Totalizing Meter 

Carbonaceous Biochemical 5 (167) 10 20 30 Five/week Composite 
Oxygen Demand (5-day) 

Total Suspended Solids 5 (167) 10 20 30 Five/week Composite 

Ammonia Nitrogen 2 (67) 5 10 15 Five/week Composite 

Nitrate-Nitrogen 16.6 (554) N/A 35.2 99.6 Two/week Composite 

Total Nitrogen Report (Report) N/A Report N/A Two/week Composite 

Total Phosphorus 0.02 (0.67) 0.04 0.08 0.12 Five/week Composite 

E. coli, colony-forming units 126 N/A 399 N/A Daily Grab 
or most probable number 
per 100 ml 

2. The permittee shall utilize an Ultraviolet Light (UV) system for disinfection purposes. An equivalent method of disinfection may be 
substituted only with prior approval of the Executive Director. 

3. The pH shall not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored once per week by grab sample. 
4. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
5. Effluent monitoring samples shall be taken at the following location(s): Following the final treatment unit. 
6. The effluent shall contain a minimum dissolved oxygen of 5.0 mg/1 and shall be monitored twice per week by grab sample. 
7. The annual average flow and maximum 2-hour peak flow shall be reported monthly. 
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